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overview
RF-600 is a dedicated rigging frame that allows for quick, easy and secure deployment in flown setups. The rigging frame has been 
design to seamlessly fit and lock with BASSO and EVO integrated rigging hardware.

technical data

technical drawings
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Construction Weathering steel

Dimensions 628 × 80 × 560 mm

Weight 18.7 kg

Max. Load 500 kg

Safety Ratio 12:1

Compatible models BASSO18, BASSO18-A, BASSO21, BASSO21-A, EVO88-P, EVO88-M

important: safety and warranty notice

This rigging equipment has been designed and constructed to be used exclusively with IDEA Line-Array models BASSO18, BAS-
SO18-A, BASSO21, BASSO21-A, EVO88-P, EVO88-M.

This Rigging Frame structure complies with the BGV C1 Directives with a WLL (Work Load Limit) with a 12:1 Safety Ratio. To pre-
serve these features is imperative all other 3rd party rigging equipment also comply with the above directives and safety ratio. It is 
the user’s responsibility to check and observe these practices before proceeding with rigging operations. The use with any other 
product or equipment is strongly discouraged and IDEA decline all responsibility derived from bad practices, misuse and alterations 
in the equipment.

RF-600

Suspension of this product should be implemented by 
qualified professionals following safe rigging practices 
and local regulations.

PRODUCT OF EUROPE
Made in Spain

Designed, engineered and manufactured
by IDEA in Cedeira (Galicia)

Max. Load:

Safety Ratio:
For futher information
scan the QR code/visit:
ww.ideaproaudio.com/rigging

16xEVO88
or 500 kg
12:1

!
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descripción
RF 600 es una estructura para rigging que permite un despligue rápido, fácil y seguro en congifuraciones voladas. El RF 600 ha sido 
diseñado para ajustarse sin problemas a los riggings de BASSO y EVO.

datos técnicos

dibujos técnicos

628 mm 560 mm
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Construcción Acero resistente a la intemperie

Dimensiones 628 × 80 × 560 mm

Peso 18.7 kg

Carga máxima 500 kg

Ratio de seguridad 12:1

Modelos compatibles BASSO18, BASSO18-A, BASSO21, BASSO21-A, EVO88-P, EVO88-M

importante: nota sobre seguridad y garantía

Este equipo de montaje ha sido diseñado y construido para ser utilizado exclusivamente con los modelos IDEA Line-Array BAS-
SO18, BASSO18-A, BASSO21, BASSO21-A, EVO88-P, EVO88-M.

Esta estructura Rigging Frame cumple con las Directivas BGV C1 con un WLL (Work Load Limit) con un Ratio de Seguridad 12:1. 
Para preservar estas características es imperativo que todos los demás equipos de montaje de terceros también cumplan con las 
directivas y el índice de seguridad anteriores. Es responsabilidad del usuario verificar y observar estas prácticas antes de proceder 
con las operaciones de montaje. Se desaconseja encarecidamente el uso con cualquier otro producto o equipo y IDEA declina toda 
responsabilidad derivada de malas prácticas, mal uso y alteraciones en el equipo.
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and local regulations.
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